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P r o d u c t
I n f o r m a t i o n
2/2-way Direct Acting Solenoid Valve, NO

Series 18.00x.001Series 18.00x.001

Description

2/2-way solenoid valve of several nominal 
diameters for use with neutral gases and 
liquids. This valve is direct acting and normally 
open (NO).

Valves of this design are single chamber 
straight through valves, with threaded tube 
clamp or push-fit connections at outlet and 
inlet.

The valve body is made of PPSU, which is 
suitable for hot water applications.

This valve is designed for continuous operation 
(duty cycle 100%).

Electrical operating safety is achieved by using 
high quality materials of insulation class H.

Applications

�� Saturated Steam Applications 
up to 143 °C (3 bar)

�� Steam Cleaners and Ironing Machines
�� Hot / Cold Drink Dispensers 

(Espresso Makers)
�� Medical Equipment
�� Industrial Applications

Characteristics

�� Direct Acting
�� Compact Design
�� Long Term Performance Capability
�� Suitable for Food and Hot Water Appliances
�� Works from Zero Pressure
�� Easy to Assemble and Service
�� Coil Change without Opening of Medium 

Circuit, Coil  can be Mounted 4 x 90°
�� High Operating Safety by the use of High 

Quality Materials and 100% Final Testing of 
the Products

typical performance curve

Type DN
18.003.001 1,5
18.005.001 2,5

Possible approvals

�� EC 1935/2004
�� NSF 169
�� UL
�� Other approved versions available on 

request
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P r o d u c t
I n f o r m a t i o n
2/2-way Direct Acting Solenoid Valve, NO

Series 18.00x.001

Materials

Valve Body PPSU

Plunger Guide Stainless Steel 

Plunger Stainless Steel 

Seal EPDM

Coil Coating PA, EP  or PPS

Technical Data

Type Solenoid Valve

Construction 2/2-way Single Chamber 
Straight Valve, Direct Acting

Function NO (normally open)

Fitting Position Any

Media Neutral gases, cold and heated 
potable water and physically and 
chemically similar media

T-Medium
Saturated steam

98
143 (3 bar)

°C max.
°C max.

T-Ambient 50 °C max.

DN
See page 3Cv-Value

p-Operating
Coil type MS 39, MS 40

Nominal Voltage 24 V DC

Other Voltages on Request

Voltage Tolerance +10%  - 15%

Duty Cycle 100%

Nominal Power 8,0 W

Protection Type
MS 39
MS 40

IP 00
IP 65

Coil Connections Flat tap 6,3 x 0,8 mm
Plug and socket - 
model B industry form

Insulation Class H According to 
EN 60730-2-8

Protection Class I According to 
EN 60730-2-8
(for incorporation in class I)

1) Fixing possibility for self tapping screw Ø 3,8 x 9

Options

Tube material Dimension
outer Ø x wall thickness

Flexible plastic tubes 6 x 1 

Metal tubes 6 x 1 to be equipped with special cut-in by user

Other orifice sizes (DN) are in preparation

 PPSU Valve Bodies May Not Come in Contact with:
Acetone, Ethers, Ketones, Aromatic Hydrocarbons, Chlorinated Hydrocarbons, Acids and Oxidizing 
Anaerobic Adhesives.
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P r o d u c t
I n f o r m a t i o n
2/2-way Direct Acting Solenoid Valve, NO

Series 18.00x.001 Alternative Connections

Each In- and Outlet can be Configured

Type

Inlet Outlet

G Push-Fit connection Ø 4 mm

�

F Push-Fit connection Ø 6 mm

E Clamp connection Ø 6 mm

Connections can be combined arbitrarily.

Please refer to our Fitsys 18 data sheet for additional valve connection options.

DN Cv-value Inlet Outlet p-Operating T-Medium ID

mm l/min Ø mm Ø mm
bar 
in flow 
direction

bar 
against flow 
direction

°C

1,5 0,75
E E

0  -  10,0 0  -  3,0 98 
143 (3 bar)

087715
G G 087720

2,5 2,25 F F 0  -  3,0 0  -  1 98 
143 (3 bar)* 087722

* on request
All other orifice sizes and in-/outlet variants upon request.
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P r o d u c t
I n f o r m a t i o n
2/2-way Direct Acting Solenoid Valve, NO

Series 18.00x.001

Manifold System for Push-fit Connection Ø 6 mmAny configuration of bank valves can be  
realized by combination of only four manifold 
versions using push-fit  connection 6 mm Ø.
No tools are necessary.

 Please provided a sufficient ventilation of 
the coils.

In addition to hot water the system is also suitable for saturated 
steam applications up to a temperature of 143° C.

A fixed relation between pressure and temperature exists for 
saturated steam, as is shown in the adjacent diagram.

Configuration examples

Pressure / Temperature Diagram for Saturated Steam
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P r o d u c t
I n f o r m a t i o n
2/2-way Direct Acting Solenoid Valve, NO

Series 18.00x.001
Flow direction ( ) also reversed possible.

Manifold Components for Push-fit Connection 6 mm Ø

Type
Figures

ID
* Area of o-ring seal Flow direction ( )

can also be reversed.

MC-F.C.C

ISO Ansicht  
vertikal 20° / horizontal 20°

nur zur internen Verwendung

Projektionsmethode 1
nach ISO 5456-1

Datenblatterstellung nach N.042.005.001
zulässige Masshöhe (Schriftgröße) 5,7
zulässige Maßstäbe 5:1 / 2:1 / 1:1 / 1:2

DBL-WZ_001_074_002-DOPPELANSCHL

Zul. Abweichungen Oberflächen Maßstab: 2:1 Gewicht: - g

-
-

-
-

Werkstoff/Halbzeug Ident-Nr.: -

-
- - - - Datum Name Benennung Ident-Nr.: -

- - - - Bearb. 30.10.09 Pipplies

Serie 18.00X- - - - Gepr. 02.11.09 Roemer

- - - - Archiv - -

- - - - CAD-Zeichnung pro/E

- - - - C 2009

A.u.K. Müller
Düsseldorf

Zeichnungsnummer Blatt
- - - -

DBL-WZ_001_074_002-DOPPELANSCHL 1
- - - - 1 Bl.

Index Änderung Datum Name Urspr.: - Ers.f.: Ers.d.:

Verteiler: TM

Gehäuse PPSU

Steckeinsatz Messing gal. vernickelt

O-Ring FPM

Lösering PVDF

Werkstoffe:

Betriebsdaten Medium Wasser:

Betriebsdruck 0 bis 16 bar

T-Medium max. 98°C

T-Umgebung max. 60°C

Betriebsdaten Medium Sattdampf:

Betriebsdruck 0 bis 3 bar

T-Medium 100 bis 143°C

T-Umgebung max. 60°C

Benetzte Fläche: 1553 mm²

008948
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008948

MC-F.C.C.C

ISO Ansicht  
vertikal 20° / horizontal 20°

nur zur internen Verwendung

Projektionsmethode 1
nach ISO 5456-1

Datenblatterstellung nach N.042.005.001
zulässige Masshöhe (Schriftgröße) 5,7
zulässige Maßstäbe 5:1 / 2:1 / 1:1 / 1:2

DBL-WZ_001_074_003-DREIFACH

Zul. Abweichungen Oberflächen Maßstab: 2:1 Gewicht: - g

-
-

-
-

Werkstoff/Halbzeug Ident-Nr.: -

-
- - - - Datum Name Benennung Ident-Nr.: -

- - - - Bearb. 30.10.09 Pipplies

Serie 18.00X- - - - Gepr. 02.11.09 Roemer

- - - - Archiv - -

- - - - CAD-Zeichnung pro/E

- - - - C 2009

A.u.K. Müller
Düsseldorf

Zeichnungsnummer Blatt
- - - -

DBL-WZ_001_074_003-DREIFACH 1
- - - - 1 Bl.

Index Änderung Datum Name Urspr.: - Ers.f.: Ers.d.:

Verteiler: TM

Gehäuse PPSU

Steckeinsatz Messing gal. vernickelt

O-Ring FPM

Lösering PVDF

Werkstoffe:

Betriebsdaten Medium Wasser:

Betriebsdruck 0 bis 16 bar

T-Medium max. 98°C

T-Umgebung max. 60°C

Betriebsdaten Medium Sattdampf:

Betriebsdruck 0 bis 3 bar

T-Medium 100 bis 143°C

Benetzte Fläche: 2295 mm²

008949

1:1

T-Umgebung max. 60°C
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008949

MO-F.C.C.C

ISO Ansicht  
vertikal 20° / horizontal 20°

nur zur internen Verwendung

Projektionsmethode 1
nach ISO 5456-1

Datenblatterstellung nach N.042.005.001
zulässige Masshöhe (Schriftgröße) 5,7
zulässige Maßstäbe 5:1 / 2:1 / 1:1 / 1:2

DBL-WZ_001_073_002-DOPPELANSCHL

Zul. Abweichungen Oberflächen Maßstab: 2:1 Gewicht: - g

-
-

-
-

Werkstoff/Halbzeug Ident-Nr.: -

-
- - - - Datum Name Benennung Ident-Nr.: -

- - - - Bearb. 30.10.09 Pipplies

Serie 18.00X- - - - Gepr. 02.11.09 Roemer

- - - - Archiv - -

- - - - CAD-Zeichnung pro/E

- - - - C 2009

A.u.K. Müller
Düsseldorf

Zeichnungsnummer Blatt
- - - -

DBL-WZ_001_073_002-DOPPELANSCHL 1
- - - - 1 Bl.

Index Änderung Datum Name Urspr.: - Ers.f.: Ers.d.:

Verteiler: TM

008946

Gehäuse PPSU

Steckeinsatz Messing gal. vernickelt

O-Ring FPM

Lösering PVDF

Werkstoffe:

Betriebsdruck 0 bis 16 bar

T-Medium max. 98°C

T-Umgebung max. 60°C

Betriebsdaten Medium Sattdampf:

Betriebsdruck 0 bis 3 bar

T-Medium 100 bis 143°C

1:1

Betriebsdaten Medium Wasser:

T-Umgebung max. 60°C

1:1
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008946

MO-F.C.C.C.C

ISO Ansicht  
vertikal 20° / horizontal 20°

nur zur internen Verwendung

Projektionsmethode 1
nach ISO 5456-1

Datenblatterstellung nach N.042.005.001
zulässige Masshöhe (Schriftgröße) 5,7
zulässige Maßstäbe 5:1 / 2:1 / 1:1 / 1:2

DBL-WZ_001_073_003-DREIFACH

Zul. Abweichungen Oberflächen Maßstab: 2:1 Gewicht: - g

-
-

-
-

Werkstoff/Halbzeug Ident-Nr.: -

-
- - - - Datum Name Benennung Ident-Nr.: -

- - - - Bearb. 30.10.09 Pipplies

Serie 18.00X- - - - Gepr. 02.11.09 Roemer

- - - - Archiv - -

- - - - CAD-Zeichnung pro/E

- - - - C 2009

A.u.K. Müller
Düsseldorf

Zeichnungsnummer Blatt
- - - -

DBL-WZ_001_073_003-DREIFACH 1
- - - - 1 Bl.

Index Änderung Datum Name Urspr.: - Ers.f.: Ers.d.:

Verteiler: TM

Gehäuse PPSU

Steckeinsatz Messing gal. vernickelt

O-Ring FPM

Lösering PVDF

Werkstoffe:

Betriebsdaten Medium Wasser:

Betriebsdruck 0 bis 16 bar

T-Medium max. 98°C

T-Umgebung max. 60°C

Betriebsdaten Medium Sattdampf:

Betriebsdruck 0 bis 3 bar

T-Medium 100 bis 143°C

T-Umgebung max. 60°C

Benetzte Fläche: 2648 mm²
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All drawings in mm units
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P r o d u c t
I n f o r m a t i o n
2/2-way Direct Acting Solenoid Valve, NO

Series 18.00x.001 Example of Mounting for Valves and Manifold 
Components on a Mounting Plate.

Drilling pattern

Valve Mounting with
Self-cutting Screw.

Self-Cutting screw

Mounting of Manifold Component 
with M4 Screw.

M4 screw

M4 Nut and 
Washer

For Valve Mounting with
Self-cutting Screw.

For Mounting the Manifold 
Component with M4 Screw.

M4 nut and washer


